BITUMINOUS CONC. CURB SHALL BE CONSTRUCTED OUT OF CLASS 3 SEE CONN. DOT FORM 816

See Construction Detail Below

ALL MATERIALS SHALL MEET
CONN. DOT FORM 816
SPECIFICATIONS

BITUMINOUS LIP CURBING
& PAVEMENT DETAIL

N.T.S.

3' Min. SNOW SHELF
(TYPICAL)

CROSS SLOPE VARIES

4" TOPSOIL, SEED
& FERTILIZE
(TYPICAL)

EXISTING EARTH
(TYPICAL)

1' TO BE ADDED TO ROAD WIDTH
FOR BIT. CONC. CURB SEE PLANS
FOR LOCATION (TYPICAL).

width varies 10' - 16'

TRAVEL LANE

3' Min. SNOW SHELF
(TYPICAL)

BITUMINOUS LIP CURBING
(TYPICAL)

4" TOPSOIL, SEED
& FERTILIZE
(TYPICAL)

CLASS II (1-1/2" Min. COMPACTED THICKNESS)
UNLESS OTHERWISE SPECIFIED BY THE TOWN ENGINEER
CLASS I (1-1/2" Min. COMPACTED THICKNESS)
6" Min. COMPACTED PROCESS AGGREGATE BASE
12" Min. COMPACTED BANK RUN GRAVEL

ALL MATERIALS SHALL MEET
CONN. DOT FORM 816
SPECIFICATIONS

TYPICAL ROADWAY SECTION

N.T.S.